AS =0 ASC3129C

Features: (typical values) 2-3000 MHz

e Output Power — .. 29dbm. @ 1dB. compression, Casscade Amplifier
0 N 7.0 dB.

0 GAIN Lo 60.0 dB.

¢ Unconditional Stability
¢ No external components required

Maximum Ratings

Storage temperature ...........ccocceeiiiiiiinenn -62°C to +125°C
DC Operating Voltage .........cccceeevveivniieiriieeeeeee, +15.0 volts
RF Input Signal ..........coeeveeiiiiiiiiiiiieeeeeeeees +20 dBm. Max.
Operating Base Temp. ......ccccccevveveeiiieiciiiieeeeeeene. 0to +85°C
Nodamage Temp ........cooevviiiiiiiiiiiieenn, -54°C to +85°C

Specifications @ Tcase = 25°C, Vcc = 15V, 50 ohm systems unless otherwise noted.

Parameter Typ_i(?al Min Value Max Value
Conditions

Frequency Range 2 3000 MHz.
Power Gain 2-10 MHz 55 50

10-2000 MHz 61 58 dB

2000-2500 MHz 57 55 ’

2500-3000 MHz 53 50
Gain Flatness +5.0 dB.
Out of Band Gain 1.5 2.0 dB.
Input VSWR 20-3000Mhz 14 2.5:1 -
Output VSWR 20-3000Mhz 1.6 2.5:1 -
Noise Figure 7 dB.
Power Output- 1dB Compression 5-3000MHz 29 8 dBm.
IP3 @15dbm per tone 45 dBm
IP2 @15dbm per tone 60 dbm
Maximum CW +20 dBm.
Supply Current @ 15 Volts 750 800 mA.
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